
- ZL02LLSUSPENDKIT     Suspendent installation kit for one lamp. 2m long.
- ZL02LLSURFACEKIT     Surface installation kit for one lamp.
- ZL02LLCONNECT          AC conector, to connect AC cable and the first lamp.

Accesory options
- ZL02LLEND      
- ZL02LLPC-1     PC cover, 0.5m, long.
- ZL02LLPC-2     PC cover, 1m long.

End cap with knockout for the first run.

Technical Parameters
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Product Code

40W 

Lumens

4120lm

Voltage

100-277V   3000K 1 1 0º 5 years UL/DLC

Beam AngleCRILenght Warranty Certificates

ZL40W02LL4UD30KUL

40W 4250lm 100-277V   4000K 5 yearsZL40W02LL4UD40KUL

Dimmable

30
00

K

40
00

K

50
00

K

Color Temperature
 

 

Applications

 

40W 4200lm 100-277V   5000K

>80Ra

>80Ra

>80Ra 5 yearsZL40W02LL4UD50KUL  

5

LED Linear Seamless  

- UL and DLC certificate 
 - IP40 waterproof

-
 
Multiple jointing can realized via ‘‘+/L’’ shape 

- Doble install way: surface or suspended 

 

Check closing precautions at: www.zolulighting.com

LED linear Seamless best advantage it is can be the seamless connector. The seamless design allows for invisibly 
interconnecting the linear LED fixtures into rows of any desired length without visual interruption.
Its systems are advantageous in creating a modern, structured ambiance for large, open-plan buildings whereas surface 
lighting panels are desirable for grid ceiling installations to upgrading and replacing fluorescent troffers.

- Architectural decorative lighting
- Home, school, shopping mall, hotel
- Indoor public places

1 1 0º

1 1 0º

Watts

4 ft

4 ft

4 ft

Color Temperature

0-10V DIM

UL/DLC

UL/DLC

75W 7620lm 100-277V   3000K 1 1 0º 5 years UL/DLCZL75W02LL8UD30KUL

75W 7900lm 100-277V   4000K 5 yearsZL75W02LL8UD40KUL  

>80Ra

>80Ra

 

1 1 0º8 ft

8 ft

UL/DLC

SC-SL8456R-040-AW-A02-CW

SC-SL8456T-040-AW-A02-CW

Linear Light ‘‘+’’ Shape Lamp Linear Light ‘‘L’’ Shape Lamp

75W 7800lm 100-277V   5000K 5 yearsZL75W02LL8UD50KUL  >80Ra 1 1 0º8 ft UL/DLC

0-10V DIM

0-10V DIM

0-10V DIM

0-10V DIM

0-10V DIM

40W 4200lm 100-277V   5000K 5 years>80Ra 1 1 0º2x2 ft UL/DLC0-10V DIM

40W 4200lm 100-277V   5000K 5 years>80Ra 1 1 0º2x2 ft UL/DLC0-10V DIM

Linear Light ‘‘+’’ Shape

Linear Light ‘‘L’’ Shape

Features and Benefits
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LED Linear Seamless Installation Instructions 

 

 

LED linear Seamless Light, is a combination of separated structures mainly made of aluminum alloy and PC. It is convenient to dismantle and maintain 
because of its replaceable power supply and lighting emitting parts (PCB+LEDs). With the ``+ and L`` linear shape lamps, simple shape and random jointing 
can be realized. IP40 waterproof, UL and DLC certificates, 5 years warranty and surface or suspended installation methods, makes it ideal to widely used in 
the home, school, shopping mall, hotel, and other indoor public places.

1

Features

1. The product can operate in single run or continuous runs seamless, 
when input voltage is AC277v, max 3600W (350 feet) can be connected; 
When input voltage 110v, max 1500W (150 feet) can be connected.
 

2. The lamp and power supply is connected with high-voltage live part 
via connector; it is very convenient to install and disassemble, and it is 
also safe and reliable to use.
 

3. PC diffusor and AL6063 aluminum profile, with good heat distribution 
and high light efficiency.
 

4. The end cap, power supply, emmiting parts can be disassembled, 
covenient to maintain.
 

5. Multiple jointing can realized via ‘‘+ and L’’ shape lamp linear light 
connecting accesories. 
 

6. Different accesories options for various installation methods, 
suspended or surface installation. 
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How to make the first run

1. SL8456 lamp bo y                                      1pc
2. screws                                                          2pcs
3. inner connector                                           1pcs
4. inner end cap                                               2pcs
5. end cap without knockout
(for suspending installation)                           
Or End cap with knockout(for ceiling installation) 
1pc,this end cap needs to be ordered separately

1pc

Firstly, loose the 2 screws at the lamp end, and pull out the inner connector by 2 screws again. After 
finishing the wiring connection (see the steps on the continuos connection),fix the end cap by screws 
and insert the inner end caps at both sides. 
 

d

1. SL8456 lamp bo y                                      1pc
2. screws                                                          2pcs
3. inner connector                                           1pcs
4. inner end cap                                               2pcs

Loose the 2 screws at the lamp end, and pull out the inner connector from the lamp body, then fix the inner 
connector by two screws again, insert the inner end caps at both sides.  
 

d

How to make the middle run

How to make the last run

1. SL8456 lamp bo y                                      1pc
2. screws                                                          2pcs
3. pcs
4. inner end cap                                               2pcs

Just fix the end cap at the last by screws, and insert the two inner end caps. 
 

d

end caps                                                       1
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SUSPENDANT INSTALLATION INSTRUCTIONS

1.Drill hole

Drill hole according to corresponding dimension, 
and hammer the rubber plug into hole.

2.Disassemble pendant rope and fasten fixing head
of pendent rope

                  1.Counterclockwise rotate and dismantle 
fixing head and square screw by hand;
2.Thread the fixing head through pendant rope, and 
fasten the fixing head of  pendant rope in the plastic 
anchor with screw driver.

3.Install the first run-disassemble lamp body

                      1. Loose the screws on the top of end 
cap with screwdriver;and pull the end cap out with hand; 
2. Dismantle inner side cover and PC cover;
3. Rotate two screws of fixing card counter-clockwise by 90°, and 
dismantle cooling panel.

4.Install shell of the first run lamp body

1. Slide the screw into the slot of lamp, then put the safety rope onto the screw bolt, fi-
nally tighten the screw with fixing head 3;
2. Tighten the fixing head 2 with the assembled lamp with fixing head 1.

1

2

5.Connect the input cable 

conduit

connector

                  1. Break through knockout 
hole on splicing profile;
2. Fix the conduit  in the knockout hole;
3. Insert the female connector into male 
connector of lamp;
4. Thread AC connecting wire through conduit, and 
respectively connect N,GND,L, DIM+,DIM- of connector.

A

A

6.Install the first run lamp body  

1. Install the cooling panel into shell of lamp body, and rotate  screws 
of fixing card clockwise by 90°;
2. Press and mount the PC cover and inside cover plate on lamp;
3. Clip the end cap on the lamp,and fasten screws on the top of end cap. 

1

2

3
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2 

3 

4 

5 

9 

10 

11 

6 

7 

8 

12 

input wire         1PCS
1 

12
expansion tube    2PCS

10 fixing head 2        2PCS
9 screw               2PCS
8 fixing head 1        2PCS
7 suspendent rope   2PCS
6 wire lock         2PCS
5 fixing head 3   4PCS
4 safety rope     2PCS
3 screw           4PCS
2 8456 lamp
1

11

8456 end cap 1PCS
1PCS

expansion tube    2PCS10

fixing head 2        2PCS9
screw              2PCS8
fixing head 1        2PCS7
suspendent rope   2PCS6
wire lock            2PCS5
fixing head 3        4PCS4
safety rope         2PCS3
screw           4PCS2
8456 lamp            1PCS1

1 

2 

3 

4 

8 

9 

10 

5 

6 

7 

2 

3 

4 
5 

9 

10 

11 

6 

7 

8 

expansion tube    2PCS
10 fixing head 2        2PCS
9 screw               2PCS
8 fixing head 1        2PCS
7 suspendent rope   2PCS
6 wire lock         2PCS
5 fixing head 3   4PCS
4 safety rope     2PCS
3 screw           4PCS
2 8456 lamp
1

11

8456 end cap

1 

1PCS
1PCS

7.Install lamp body of the middle run

1.Install ceiling lamp into profile slot of the 
middle run lamp;
2.Insert female connector of the first middle 
run  into the male connector of the first run ; 
and insert female connector of the next 
middle run into male connector of previous 
middle run;
3.Fasten the screws on joining with screwdriver; 
4. Splicing quantity
 When input voltage is 110V, N*P <1500W
 When input voltage is 277V, N*P <3600W
 N is total run, and P is power of single lamp

8.Install lampbody of the end run

1.Snap the clamp of suspendent rope into 
slot of lamp profile;
2.Insert  female connector of end run into 
male connector of previous run;
3. Fasten the screws on joining with 
screwdriver.  

Installation drawing for "+"shape lamp Installation drawing for "L" shape lamp

Exploded drawing of the lamps

First run Middle run End run
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SURFACE INSTALLATION INSTRUCTIONS

4.Install the first run lamp body

1. Install the cooling panel into shell of lamp body, and rotate  screws of 
fixing card clockwise by 90° to fasten the cooling panel into the lamp;
2. Press and mount the PC cover and inside cover plate on lamp;
3. Clip the end cap on the lamp,and fasten screws on the top of end cap.

1. Break through knockout hole on splicing profile;
2. Fix the conduit in the knockout hole;
3. Insert the female connector into male 
connector of lamp;
4. Thread AC connecting wire through conduit, 
and respectively connect N,GND,L, DIM+,DIM- of 
connector.nsion, and hammer the rubber plug into hole

connector 

3.Connect the input cable

5.Install the clamp of the first run lamp body

Thread the screw through fixing holes of safety rope and clamp, and 
fasten the screw with rubber plug in the ceiling

6.Install the first run lamp body

According to the figure, install the clamp on one 
side, then rotate and press mounting to another 
side of the clamp;

1.Drill hole

Drill hole according to corresponding dimension, 
and hammer the rubber plug into hole

2.Installation of the first run-disassemble lamp body

                     1. Unscrew the screws on the side of 
                      end cap with screwdriver;pull the end 
                      cap out by hand; 
2. Dismantle inner side cover and PC cover;
3. Rotate two screws of fixing card counter-clockwise by 90°, and 
dismantle cooling panel.
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BOM BOM BOM

8.Install lampbody of the end run

1.Snap the clamp of suspendent rope into 
slot of lamp profile;
2.Insert  female connector of end run into 
male connector of previous run. 

7.Install lamp body of the middle run

1.Install ceiling lamp into profile slot of the 
middle run lamp;
2.Insert female connector of the first middle run  
into the male connector of the first run ; and 
insert female connector of the next middle run 
into male connector of previous middle run. 
3. Splicing quantity
 When input voltage is 110V, N*P <800W
 When input voltage is 277V, N*P <2270W
 N is total run, and P is power of single lamp

Exploded drawing of the lamps

N(white)
L(black)

DIM+(purple)
DIM-(gray)

(Remark:The max current consumption of our 
driver to 0-10V dimmer is 2mA each one)

ELECTRICAL CONNECTION

              

6 input wire         1PCS
5 ruber plug   2PCS
4 clamp     2PCS
3 4*25PA screw           2PCS
2 8456 lamp
1 end cap of inlet wire 1PCS

1PCS

4 ruber plug     2PCS
3 clamp           2PCS
2 4*25PA screw
1 8456 lamp 1PCS

2PCS

5 ruber plug   2PCS
4 clamp     2PCS
3 4*25PA screw           2PCS
2 8456 lamp
1 8456 end cap 1PCS

1PCS

First run Middle run End run


