PRODUCT SPECS
C) # O[] CE

120v | Gu10 IP20 INDOOR | CERTIFIED
WARRANTV Bulb & Tube Shade not incluted

LED
Modular GU10 Track
Fixture Base
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v - ZOLU Lighting quality and reliability * Voltage 120V
]
Uq:) - Modular design and simple maintenance 8 » Wattage Max. TOW (1 x GU10 LED) Q +
GC) - Convenient assembly and disassembly O - Lamp Socket/Fitting GU10 =
?; - IP20 Protection 48' « IP Class 20
n « Aluminium cast and GU10 bulbs E » Material Aluminium .
) [3) Optional Accesory - Honeycomb Louver
5 - 3 Years of warranty 8 » Base Dimentions ©5.2xh8.4cm
=
'§ - For indoor only ) - Master Box Dimentions 32x32x24cm KE,)
LL . |deal for residential, retail and bussines spaces » Quantity 50 per Master Box °
Product code: LD-LOUVER
Suitable Tube Shades
LD-MYYGU10-SD01-XX LD-MYYGU10-SD02-XX LD-MYYGU10-SD03-XX LD-MYYGU10-SD04-XX
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White . Iron Gray
(WH)

+ NOTE: The letters -YY correspond to the length of the Tube Shade: 10-17cm, as appropriate. The -XX suffix denotes Black A | Brass
the finish color. Accessories such as Honeycomb Louver, Tube Shades, and GU10 bulbs are not included and i i
sold separately.
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Warranty based on
3 hours dailly use
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INSTALLATION SHEET
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120V | GU10 | IP20 | INDOOR | CERTIFIED

WARRANTY  Bulb & Tube Shade not incluted

LED
Modular GU10 Track
Fixture Base

KWARNING// A\

Turn Off
Power Supply

Read all product labels and directions.
. Risk of fire or electric shock. LED FIXTURE installation requires knowledge of luminaries electrical system.
. Use a qualified electrician for installation of this lighting fixture.
. Before installing the fixture disconnect power by shutting off the circuit breaker or by removing the fuse at the fuse box.
. All electrical connections must be in accordance with local and National Electrical Code.
. Do not make or alter any open holes in an enclosure of wiring or electrical components during kit installation
. Intended for mounting in an indoor application only.
. Switch ON only after complete installation and examination of the circuit.
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Turn OFF power supply before starting any installation or maintenance.
Read instructions and check you have all the tools and accessories to complete the installation correctly.
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Dimensions

LD-MGU10TR-XVX

Honeycomb Louver
available

+ NOTE: Honeycomb Louver accessory, Tube Shades and GU10 bulbs are not + NOTE: -XX refers to posible accesorie color. BK for BLACK and WH for WHITE.
included, sold separately.
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